CONG HOA XA HOI CHU NGHIA VIET NAM
boc 1ap — Tu do — Hanh phuc

PAP AN PE THI
MON THI: ANH VAN CHUYEN NGANH
LOP: CPTP 23
Mai dé thi s6: AVCN_02
Thoi gian: 75 phat

Noi dung
1A 11.C 21. A 31.B
2.C 12.B 22.D 32.C
3.B 13.C 23.B 33.B
4. A 14.D 24.C 34. A
5D 15.D 25.B 35.C
Céu 1l 6. A 16. A 26.C 36. A
7.B 17. A 27. A 37.D
8.C 18.D 28.D 38.B
9.D 19. A 29. A 39.A
10.B 20.B 30.D 40.C

M$i cau dang: 0.15diém

The dimension of TZ4SP — 14S is DIN W48 x H48mm

The type of TZ4SP — 14S is SSR drive voltage output

The terminal 3-4-5 of TZ4SP — 14S are connected to the sensor RTD
The terminal 1-2 of TZ4SP — 14S are connected to auxiliary outputs
The temperature range of LM741A is -55°C to 125°C

The detection range of RL28-8H-700-RT/47/105 is 20 to 700mm
Sensor RL28-8H-700-RT/47/105 has two outputs

The output type of sensor MBS 3000-2411-A1AB04-0 is 4 to 20mA
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NGk wDdPE

M@i cau ding: 0.25 diém

(1): control

(2): temperature

Cau 3 (3): setpoint

(4): increase

(5): heater

M3i tir diing: 0.2 diém
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